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INTERMEDIATE PIER DETAILS
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BEARING PAD DETAILS

4" 1" M
IN. FOR

DRAINAGE

¢ CROSS

   BEAM

6" FOR W42G, 
    W50G & W58G
8" FOR W74G

¢ GIRDER

BEARING PAD (SEE DETAIL)

OUTSIDE FACE OF 
CROSSBEAM OR PEDESTAL

¾" CHAMFER (TYP.)

SKEW
ANGLE
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AT INTERMEDIATE PIERS

GIRDERS SHALL BE HELD RIGIDLY IN PLACE WHEN DIAPHRAGMS ARE PLACED.
REINFORCING BAR SHALL BE THREADED THROUGH HOLES IN GIRDERS PRIOR
TO PLACING OF EXTERIOR GIRDERS. SEE PLANS FOR "TRAFFIC BARRIER"
DIMENSIONS AND LOCATION. SEE "GIRDER DETAILS" SHEET FOR DIMENSION "A".

NOTE:

1"ø BOLT
(TYP.)

BOTTOM ANCHOR

6
"

ANCHOR DETAIL
A.S.T.M. A-307

TOP ANCHOR

3½
"R
.

1'
-6
"

1½" MIN.
6" MAX. 
THREAD

FACE OF WEB

A

¢ GIRDER
¢ GIRDER

3 #6 FULL WIDTH
(2'-0" SPLICE WHEN
REQUIRED)

2 #4 BETWEEN
GIRDERS

¾" CHAMFER (TYP.)

ALL GIRDER WEBS
SHALL BE VERTICAL

1" BURKE HI-TENSILE,
LANCASTER MALLEABLE,
DAYTON-SUPERIOR F-62
FLARED THIN SLAB FERRULE
(1" x 4Ð") INSERT OR
APPROVED EQUAL (TYP.)

4 £#6 FULL WIDTH
(2'-11" MIN. SPLICE
WHEN REQUIRED)

DIMENSIONS ALONG
END DIAPHRAGM

#4
STIRRUPS

2 SPA. @ 3"

1" MIN. - 3" MAX.

2 A #7 FULL LENGTH
(2'-5" MIN. SPLICE)

 TYPICAL END TYPE "B" DIAPHRAGM 
 AT END PIERS 

SEE "ANCHOR DETAIL" THIS SHEET

#4 (TYP.)

6
"

(T
Y
P
.)

SEE FRAMING PLAN

SPA. @ 1'-0" MAX.

TOP OF ROADWAY SLAB

TOP OF GIRDER

*
*

#4 STIRR.

9"
CONSTRUCTION JOINT
W/ ROUGHENED SURFACE

"A" AT ¢ BRG.

45° FILLET
BETWEEN GIRDERS

BEND IN FIELD 135° (TYP.)

#6 (TYP.)

END OF PRECAST GIRDER

#4 BETWEEN
GIRDERS (TYP.)

 £#6 (TYP.)

 A #7 FULL LENGTH
(2'-5" MIN. SPLICE)

** DISTANCE FROM TOP OF GIRDER
    TO BOTTOM OF DIAPHRAGM + "A"

ASECTION

1'-0"6"
4½" EXCEPT 6¾" AT EXTERIOR 
GIRDERS AT INTERIOR PIERS

CONSTR. JOINT 
W/ ROUGHENED
SURFACE (TYP.)

SECT. THRU END DIAPH.
 EXTERIOR GIRDER AT
 INTERMEDIATE PIERS 

¸  INCREASE THIS DIMENSION FOR BRIDGES ON SAG 
   VERTICAL CURVES TO MAINTAIN 1½" BETWEEN GIRDER ENDS

AT INTERMEDIATE PIERS 
 INTERIOR GIRDER

SECT. THRU END DIAPH.

LONGITUDINAL DIMENSIONS ARE NORMAL TO SKEW.
NOT TO BE USED WITH SERIES W83G & W95G GIRDERS.
SEE "GIRDER DETAILS" FOR DIMENSION "A."

LONGITUDINAL DIMENSIONS ARE NORMAL TO SKEW.
NOT TO BE USED WITH SERIES W83G & W95G GIRDERS.
SEE "GIRDER DETAILS" SHEET FOR DIMENSION "A."

SYMM. ABOUT ¢ EXCEPT FOR EFFECTS OF 
       PROFILE GRADE

TOP OF X-BEAM PARALLEL TO
GRADE LONGIT.AND TO ROADWAY
SLOPE TRANSV.(TYP.)

SEE DETAIL
MISCELLANEOUS
DIAPHRAGM DETAILS
(TYP.)

E

1'-2¼" ¾"

SYMM. ABOUT ¢ EXCEPT FOR EFFECTS 
                             OF PROFILE GRADE

NORMAL TO
GIR. SLOPE

90°

1'-0" 3"

NORMAL TO
GIR. SLOPE

90°

1'-3"¸

1'-3" ¸

CONSTR. JOINT 
W/ ROUGHENED
SURFACE (TYP.)

4' x 9" WALL 
AT INTERIOR
GIRDER ONLY

¢ BRG.¢ BRG.

"A" DIM @ ¢ GIR.

END OF P.C. GIRDER
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"A" DIM @ ¢ GIR.

END OF P.C. GIRDER
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